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OK Repair /
Replace

Inspect Hydraulic System Check for leaks, worn hoses 
and loose fittings

Clean Machine Thoroughly wash entire 
implement

Inspect for Wear and 
Damage Order parts if required

Lubricate Grease Fittings Refer to Maintenance Section in 
OM

Tighten Bolts to Proper Spec Refer to Maintenance Section in 
OM

Paint Surfaces that are 
Worn

Refer to Storage Section in OM 
for paint part numbers

Check Safety Chain In place and in good condition

Hitch and Pin Check hitch and pin for wear or 
damage

OK Repair /
Replace

Safe Storage Outside
Lower implement into field 

position 

Safe Storage Inside
Ensure wings are properly 

secured with lock pins

Hydraulic System Relieve pressure from hydraulic 
system

Tires Cover tires if implement is 
stored outside

Wing Lift Cylinder Shafts
Coat exposed wing lift cylinder 

shafts. Refer to Storage Section 
in OM for procedure

Preparing for Storage

Storage
CONDITION Repair / Replacement / Check

Specification COMMENTS

Address:
City and Prov:

CONDITION

Acres Covered:
Serial Number:
Warranty End Date:

Phone:                                                       Refer to Storage Section in OM for Additional Information

Repair / Replacement / Check
Specification COMMENTS

Name:

  POST-SEASON INSPECTION
 Air Drills

AIR DRILL INFORMATIONCUSTOMER

We hear you.


